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Contacts

EE RN
Cable outlet

PR
Cable outlet

EE
Part Code

EE
Weight

4(3+PE)

6-8 mm

1680047113001

7/8-M04—-CCT/R-T-D8

86 g

8-10 mm

1680047113002

7/8-M04-CCT/R-T-D10

85 ¢

10-12 mm

1680047113003

7/8-M04-CCT/R-T-D12

84 g

M25*1.0
7/8-=16UN

Cable outlet:96—12

SW23

Sealing ring

A A A

Contact arrangement

BHEERT

Panel Cut-out

#BIL% %
With bore hole

Whl /scale 1:4

HASH:

- #8235 7/8

- E4¥: 4(3+PE)

— @ 3+PE

- EHEEZ(mm): #1.95
- #%5E(mm?/AWG): Mox1.5/16
- BYTTR BATEE

— HELH(40C): 9A
- HEeE: 300V

- HERHTBE: 4KV

- "EERFEL:

- ARER 3

HASH:

— SEMF HEAPA

- AEKELE: B8

— FSHMF TRUL PA

- BEHMR ARK

— BEE: -25C..485C
- BHER: $6-12mm

- #fkde >100

- i#%4: P67

Technical specification:

— Series: 7/8

— Number of contacts: 4(3+PE)
— Contact arrangement: 3+PE
- Contact diameter(mm): #1.95
— Wire gauge(mm®/AWG): Max1.5/16
— Terminal: Screw

— Rated current(40C): 9A

— Rated voltage: 300V

— Rated impulse voltage: 4KV
— Overvoltage category: Il

— Pollution degree: 3

Mechanical specification:

— Material of housing: CuZn,PA

— Finish of housing: Nickel-plated
— Material of Insert: TPU. PA

— Material of sealing: FPM

— Temperature range: —-25C...+85C
— Cable Outlet: #6—12mm

— Mating cycles: >100

— Degree of protection: IP67
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Al Dimensions i mm
Original Size DIN A 4
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